How To Hook Up A 4 Channel Amp: Signal Connections

System 1: Speaker Level Connections

Cut speaker wire near
stereo and connect.
Optionally you can
connect at speakers.

Car stereo |@®

Crimp connectors or
solder connection

Left Right
front - - front

Left | I , I | Right
rear [ - | | roar

Factory or existing

Speaker wire Speaker level input
harness to amp

bundle
Left front + (White) )

Left front - (White/black)
Right front + (Gray)
Right front - (Gray/black)
Left rear + (Green)
Left rear - (Green/black)

| Right rear + (Violet)
E Right rear - (Violet/black)
m|
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Speaker outputs G

Plug into amp
connector

System 2: Line Level Adapter Connections

Left Right
front - - front

Left I I , I I Right
rear [ =] [ =] rear

Speaker wire Line-level adapter

bundle
Left front + (White)

Left front - (White/black)
Right front + (Gray)
Right front - (Gray/black)

Left rear + (Green)
Left rear - (Green/black)

I Right rear + (Violet)
Bl Right rear - (Violet/black)
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RCA cables

System 3: RCA Cable Connections

Tape off or use crimp
connectors to insulate
cut speaker wire ends.

RCA jacks on radio

Left i Right
front = front
Factory or existing

speaker wiring T ——jip,

Left I I Right

rear - rear

Speaker wire
bundle \

RCA cables
(Left/right front,
left/right rear

channels)
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